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LarsLap Model "G" 
 

• Suitable for valves with flat seats ø 150-1300 mm 
(6"-52"). 

• Orbital gear driven grinding head for flat seats. 
• Driving head with diametrically adjustable  

grinding heads. 
• Tilting driving head gives flexibility to grind both 

gate and globe valves with the same drive unit.  
• Adding plates for wider seats available. 
• Thin section driving heads available. 
• Gives you absolutely flat sealing surface. 
• Grinding heads for angle seats available. 
• Air drive unit as standard 6-7 bar. 
• Electric drive unit available as alternative. 
• Infinity variable grinding speed for close control of 

surface finish. 
• Self-adhesive grinding discs for fast attachment to 

the grinding heads. 
• Supplied with rough, medium and fine grinding 

discs 
• Self-adhesive grinding discs 40 to 1000 grit are  

available. 
• Diamond grinding discs available. 
• Extra strong caring/storage case for complete  

machine and all necessary accessories. 

For gate, globe, check, safety  
and control valves 
 

 

 

 

Very easy to use  
Precise • Portable •  Durable •  Cost  eff ici ent  

Excellent results 
Short cycle times 
LarsLap valve grinding and lapping machines have 
been specially engineered for accurate on-site, and 
in the workshop restoration of all industrial valve 
seats to their original specification. 




